
VIKO S 35  

SPECIFICATION 

Hull lenght 10,88 m 

Lenght overall with bowsprit 12,00 m 

Max beam 3,74 m 

Total mass from 5200 kg 

Keel / Type & System 
Fin keel fixed with 
bulb 

Draught 1,95 m/1,60 m 

Ballast weight 1900 kg 

Berths 6 

Engine/ Type Diesel Inboard 

Mainsail/ Type St roach 33,80 m2 

Genoa/ Type 30,00 m2 

Gennaker/ Asymmetrical 75,00 m2  

Spinnaker/ Symmetrical 95,00 m2 

Designer Sergio Lupoli  SLYD 

CE category A/B 

 

 
HULL/DECK 

 White hull /deck 

 Grey waterline 

 Bulkheads laminated to hull and deck 

 L-shaped cast iron keel less exposed to 
seaweed and lines  draft 1,95 m  

 Option shallow draft 1,60 m 

 Steering system 1 steering wheel 

 Stainless steel bolts 

 Profiled balanced rudder  

 Deck-airex sandwich 

 Non slip deck surface 

 footrail 
 

DECK FITTINGS 

 self draining cockpit 

 Bow pulpit stainless steel 

 Stern pulpits stainless steel  

 Double  stainless steel safety rail 

 2 cockpit lockers 

 4 x mooring  cleats mooring forward and 
aft 

 Anchor locker on bow 

 Anchor roller single stainless steel fitting 

 Windows along coachroof  

 Opening deck hatch  in saloon  

 Sliding hatch 

 4 self tailing winches 30ST Lewmar  

 Halyards lead to cokpit 

 Winch handle 2 

 Deck organizers 

SAILS 

 Semi full batten m ain sail  

 Horizontally-cut in high-quality dacron 

 Genoa  

 

MAST AND RIGGING 

INTERIOR 
Woodwork 

 Interior high quality OKUME marinwe 
plywood  with solid wood trim , 

 Fully-upholsteres hull sides and ceiling 

 Floor 
 
Saloon 

 Companionway steps 

 Saloon with seating, cushions and 
storage under seating area 

 Saloon table  

 Storage  behind seats 
Galley 

 L-galley 

 worktop 

 Laminate sink , storage cabinets  

  2-burner spirit stove  

Forward cabin/open space 
(optionally separated from saloon by a  door) 
 

 Double berth with mattress  

 Storage locker with shelves  

 beige vinyl lining out hull with lateral 
wood shelf 

  LED lighting 
 

 

MAST AND RIGGING 

 9/10 rig 

 Anodised aluminium mast with 
double spreaders, deck-stepped 

 Anodized aluminium boom 

 Stainless steel standing rigging  

 Running rigging: mainsail halyard,  
mainsheet, genoa sheets in 
polyester 

 Sheets and halyards lead to cockpit 

Aft cabin 
(optionally separated from saloon by a  door 

 Double berth with  mattress  

 Locker 

 LED lights 

 Beige vinyl lining on hull with lateral wood 
shelf 

Head 

 Large head compartment aft with sink 

 mirror. 

 Marine toilet 

 Dedicated area for optional shower 

LIGHTING 

 LED lighting in saloon and cabins 

ELECTRICAL 

 12 V electrical circuits 

 Electrical panel ., main battery switch 

 1 battery 60Ah 

 Interior lighting 

 Navigation lights/ bow/ 

stern/steaming/anchor 

PLUMBING 
WATER SYSTEM 

 Pressurised water system 

  Fresh water tank 150 l 

 Water infill on deck 
TOILET/Head 

 Manual pump marine toilet 

 Sea discharge 
BILGE 

 Manual bilge pump in the cockpit and electric 
bilge pump with float switch 

ENGINE 

 Engine 15 HP 

 Sail drive  

 2 blade fix propeller 

 

 

 

 


